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Dakar XAM 2
The all new Xenith T-Series ALL-MOUNTAIN PERFECTED Dakar XAM 1
Color: Graphite
Sizes: 15”, 17”, 19”, 21”
Weight: 34.00 lbs
Color: Dirt
Sizes: 15”, 17”, 19”, 21”
Weight: 35.00 lbs
45 46
The Dakar XAM series is the all-mountain bike the other guys wish they built. And just as they think
they’ve caught up, we’ve upped the level. Again.
We’ve added 20mm of rear wheel travel to the ’08 XAM, putting 150mm of precisely controlled mp3
suspension travel to work for you on drop-ins and big stuff, with a moderate 2.63:1 wheel travel-to-shock
stroke ratio that enhances rear shock performance as well as rear shock longevity and durability. This is an
active suspension design that’ll absorb big hits, stay plush over small bumps while you pedal, and won’t sap
energy from you on the climbs. With oversize pivots, beefed-up bell crank, 10mm shock hardware and longlasting
bearings that keep it tracking straight day after day, ride after ride.
Relaxed angles (68.5 HT x 73 ST) and a generous top tube length deliver the perfect all mountain ride: stable at speed
with excellent maneuverability and climbing capability.
The big-tubed Kinesium frame ties everything rigidly together, helping you get the most from the XAM 1.0’s Marzocchi
TST2 fork’s 140-160 mm of adjustable travel, or the XAM 2.0’s Fox 36 TALAS RC2 adjustable-travel fork, both with 20mm
thru-axles so you can stick a landing or rail a high-speed banked corner with confidence.
Yeah, the XAM’s really that good. Hit the mountain and see for yourself.
The rear derailleur cables run fully sheathed in housing from shifter to derailleur, with the front
derailleur cable also running fully sheathed for nearly all of its length. This protects the gear
cables from the elements, preventing corrosion and contamination, maintaining high shifting
performance for a longer period of time.
The XAM was all-new last year, but that didn’t stop us from re-tooling and making some big
improvements for ’08. Besides the increase in rear wheel travel, we also worked on stiffening
up the frame platform. Beginning with a beefier bell crank and 10mm shock hardware. The
10mm diameter bolts actually ride in stainless steel sleeves that prevent the shock eyelet
bushings from mushrooming or binding when the shock bolts are torqued.
JORDIE LUNN - Jamis Factory Slopestyle, Freeride, DPark/Street, Dirt Jump
FRAME
New XAM mp3 platform, Kinesium aluminum,
Fox DHX AIR 5.0 rear shock, 150mm travel
FORK
Fox 36 Talas RC2 with three position travelsetting
& push-button lockout, 160mm travel,
Fox QR 20mm axle
WHEELS
Mavic X317 disc rims, Syncros FR disc hubs,
WTB spokes
TIRES
WTB Prowler SS 2.3 rear, Folding compound
DRIVETRAIN
SRAM X.0 Mid-cage rear derailleur,
Shimano XT front derailleur, SRAM X.0 trigger
shifters, FSA MegaExo Moto-X crankset,
e13 SuperCharger bashguard
COCKPIT
Easton EA70 Monkeybar, Vice All Mountain
stem, and Havoc seatpost, WTB DEVO saddle.
BRAKESET
AVID Juicy 5 hydraulic disc brakes
with 185mm rotors. Power Reserve Geometry,
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